
Conveyor Bearings 
•	 Anti-static polypropylene encapsulated 

ABEC Bearings
•	 Underground commercial bearings
•	 Stainless Steel Bearings
•	 Poly V Bearings
•	 Metal-cupped ABEC Bearings

Straight Rollers
Capabilities: 9” to 120” BF Length
Grooving: Up to 78” in length
OD’s: 1”, 1.375, 1.50, 1.75, 1.90, 2.50
Chain Driven Line Rollers
Tubing Materials: Galvanized, Raw Steel, 
Stainless Steel, PVC
Axles Material: C1018 Steel
Coating: Urethane, Vinyl, UHMW

Tapered Rollers
Capabilities: 2.50-1.688 tapered rollers
Sizes in BF: 21,22,23,27,28,33,34”
Material: Galvanized 14 gauge 2.50 tubing
Coating: Urethane, Vinyl, UHMW
Any size can be made to order!

	           Pulleys
Material Tubing: DOM, ERW Tube, Stainless Steel, 
Aluminum
Shafting: C1018, C1045, or made to order
Lagging Available: Please advise type, thickness, 
and hardness
Pulley Types:
•	 Drive, Crowned, Drum, Flat Faced, Dead, 

Trapezoid, Bow Tie, Return/Tail
Bearings, etc:
•	 ER, Cylindrical, Weld-on Hubs, QD Bushings

AT USA ROLLERS, WE ARE PROUD TO BE A PART OF SOLVE 

INDUSTRIAL MOTION GROUP  A leading force in the industry known 

for innovation, reliability, and excellence, with Solve you gain access 

to a powerhouse of engineering expertise, cutting-edge technology, 

and an unwavering commitment to customer satisfaction. With Solve, 

you can expect unparalleled support, a broader product portfolio, and 

the confidence that comes from working with a trusted name in the 

industry. Together, we aim to elevate your industrial operations by 

providing top-tier solutions, ensuring efficiency, and staying at the 

forefront of technological advancements. Choose Solve Industrial 

Motion Group for a partnership that drives your success forward.

800-763-4434  •  sales@solveindustrial.com



800.328.8153 | solveindustrial.com | Physical: 2127 Ayrsley Town Blvd Suite 300, Charlote, NC 28273 

Company: Date: 
Contact: Quotation Due: Desired Delivery: 
Phone:  Email:  
Solve Sales Contact: Quote Number: 

Quantity:  Type of Bearing: 
Between Frame Width: Pin Retained:  
Overall Cone (OAC):  Spring Retained: 
Roller Diameter: Groove Center Line: 
Wall Thickness: Sprocket Size: 
Axle Size: (Hex or Round) Load Capacity Required: 
Axle Length: 

ROLLER WORKSHEET FOR QUOTATION 

GRAVITY ROLLER 

SPROCKETED ROLLER 

GROOVED ROLLER 
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